Fracture Behaviour of 20MnMoNi55 Steel in DBT Region under Corrosive Environment  by Bhowmik, Sumit et al.
 Procedia Engineering  64 ( 2013 )  795 – 804 
Available online at www.sciencedirect.com
1877-7058 © 2013 The Authors. Published by Elsevier Ltd. Open access under CC BY-NC-ND license.
Selection and peer-review under responsibility of the organizing and review committee of IConDM 2013
doi: 10.1016/j.proeng.2013.09.155 
ScienceDirect
© 2013 The Authors. Published by Elsevier Ltd. Open access under CC BY-NC-ND license. 
Selection and peer-review under responsibility of the organizing and review committee of IConDM 2013
796   Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
797 Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
798   Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
799 Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
800   Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
801 Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
802   Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
803 Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
804   Sumit Bhowmik et al. /  Procedia Engineering  64 ( 2013 )  795 – 804 
